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■寸法図

■寸法表

短寸、小型、軽量
ロックバルブ、リリーフバルブ内蔵、さらに近接スイッチ取付可能仕様

短寸中実回転油圧シリンダ

max. min.max. min.

●超小型、軽量化を追求しました

●ロックバルブ、リリーフバルブ内蔵、さらに近接スイッチ取付可能仕様
＊CE対応品

寸法

型式

型式

■仕様表
仕様 ピストン

ストローク
mm

ピストン表面積 ピストン推力
押側
cm2

押側
kN

引側
kN

引側
cm2

最高使用油圧力
MPa

許容最高回転速度
min-1

慣性モーメント
kg･m2

質量
kg

ドレン量
r/min

※ピストン推力：最高使用油圧力M1120H  3.5MPa 、 M1221H  4.0MPa、  M1330H  4.0MPa
※ドレン量は油圧力3.0MPa、油温50℃の時  ※近接スイッチ：Model BES M12MI-PSC20B-BV02（バルーフ㈱製）DC24V 200mA PNP
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近接スイッチは付属していません。
お客様の制御装置に合わせて、寸法図を参考に
ご用意願います。
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■Dimensional Drawings

■Dimensions

Compact Hydraulic Cylinder with Non-Through-Hole

max. min.max. min.

●Compact and lightweight

●Built-in check valve and pressure relief valve, and proximity switches can be attached
＊CE correspondence

Dimensions

Model

Model

■Specifications
Specifications Piston

stroke
mm

Piston Area Piston thrust
Push Side
cm2

Push Side
kN

Pull Side
kN

Pull Side
cm2

Max. Operation
Pressure

MPa

Max. Speed
min-1

Moment of
inertia
kg･m2

Net Weight
kg

Leakage
r/min

※Piston thrust : Max. Operation Pressure M1120H   3.5MPa,  M1221H   4.0MPa,   M1330H   4.0MPa
※Leakage : Pressure 3.0MPa and oil temperature 50℃.  ※Proximity switch : Model BES M12MI-PSC20B-BV02(manufactured by Balluff) DC24V 200mA PNP
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Short, Compact, and Light
Built-in check valve and pressure relief valve, 
and proximity switches can be attached

The proximity switch is optional.
Determine the appropriate type according 
to the controller type and dimension drawing.
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